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JAPAN OIL 10W-40 SP/MA2 4T Motorcycle Oil is full synthetic, super high-performance, multi-grade lubricants for use in high-RPM, 4-stroke motorcycle engines with integral 
gear boxes and wet clutches as well as for use in any application requiring a four-stroke motorcycle oil meeting the requirements of JASO MA2, JASO MA or API SP. Blended 
with 100% synthetic base-stocks and premium performance additives, JAPAN OIL 4T 10W-40 SP/MA2 4T Motorcycle Oil provide excellent protection during rapid RPM increa-
se. Specialty friction modifiers provide for smooth clutvh and gear shift operation while specialty technology provide enhanced cleanliness. For 250 Cc- 1200 Cc

API SP, JASO MA2, JASO MA,
Honda, Kawasaki, Suzuki, Yamaha, Bmw, Mz, Peugeot, Aprilla, Ducati, Kymco.

DESCRIPTION AND PURPOSES

PROPERTIES AND BENEFITS

CERTIFICATES AND STANDARDS

4T 10W-40 SP/MA2Red Line
日本の先進技術エンジンオイル

0.86

12.5-16.3

160

230

-36

Kinematic Viscosity 100 °C, cSt

Flash Point °C

Pour Point °C

Density @ 15 °C

Viscocity Index

CHEMICAL PROPERTIES TYPICAL VALUES

www.bipowerforce.com

• Povides minimum vibration and noise due to excellent viscosity stability.
• Provides smoother clutch coupling and gear change due to low friction and oxidation performance,

• Enhanced responsiveness and afficient power delivery in the engine by excellent lubrication performance, especially at high operating temperatures,
• Provides constant lubrication in any road and climate conditions so it can be used in four seasons. Especially in winter, allows easy operation of the engine and minimize waer,

• Protects engine against corrosion, oxidation and formation of foam.
• The latest technologies of JAPAN OIL CORPORATION Japan enable engine oils manufactured by the company for four-stroke

motorcycle engines to exceed the requirements of such motorcycle manufacturers

16x1 Lt, 60 Lt
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JAPAN OIL 10W-40 SN/MA2 Synthetic Tech is a specialized four stroke motorcycle engine oil formulated with synthetic technology combining premium quality base stock and 
a patented high-tech ZDDP (ZincdialkyDithioPhosphate) additive package that provides superior wear protection. The product meets the latest API SN and JASO MA2 specifica-
tıons. Compared to previous generation oils, JAPAN OIL 10W-40 SN/MA2 Synthetic Tech offers higher oxidation resistance, prevents deposit formation throughout the engine 
, and extends the service life of catalytic converters in the engine exhaust system while meeting modern environmental standards. For 250 Cc- 600 Cc

API SN, JASO MA2
Honda, Kawasaki, Suzuki, Yamaha, Bmw, Mz, Peugeot, Aprilla,Ducati

DESCRIPTION AND PURPOSES

PROPERTIES AND BENEFITS

CERTIFICATES AND STANDARDS

4T 10W-40 SN/MA2

0.86

12.5-16.3

150

227

-36

Kinematic Viscosity 100 °C, cSt

Flash Point °C

Pour Point °C

Density @ 15 °C

Viscocity Index

CHEMICAL PROPERTIES TYPICAL VALUES

• Superıor wear protection
• Exceptional engine cleanliness

• Excellent performance in a wide range of temperatures
• The latest technologies of JAPAN OIL CORPORATION Japan enable engine oils manufactured by the company for four-stroke motorcycle

engines to exceed the requirements of such motorcycle manufacturers
as KAWASAKI, HONDA, SUZUKI, YAMAHA, JAWA and others.

www.bipowerforce.com

16x1 Lt, 4x4 Lt, 60 Lt

日本の先進技術エンジンオイル
Green Line
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JAPAN OIL 10W-40 SL/MA2 is multi synthetic, high-performance, multi-grade lubricants for use inhigh-RPM, 4-troke motorcycle engines with integral gear boxes and wet clutches 
as well as for use in any application requiring a four-stroke motorcycle oil meeting the requirements of JASO MA2, JASO MA or API SL.Blended with synthetic base-stocks and premi-
um performance additives, JAPAN OIL 4T 10W40 SL/MA2 provide excellent protection during rapid RPM increase. Specialty friction modifiers provide for smooth clutch and gear shift 
operation while specialty anti-oxidants and sophisticated dispersarıt technology provide enhanced cleanliness. Recommendation for all scooters. 50 Cc - 250 Cc

API SL, JASO MA2, JASO MA,
Honda, Kawasaki, Suzuki, Yamaha, Bmw, Mz, Peugeot, Aprilla,Ducati

DESCRIPTION AND PURPOSES

PROPERTIES AND BENEFITS

CERTIFICATES AND STANDARDS

4T 10W-40 SL/MA2

0.865

12.5-16.3

140

221

-36

Kinematic Viscosity 100 °C, cSt

Flash Point °C

Pour Point °C

Density @ 15 °C

Viscocity Index

CHEMICAL PROPERTIES TYPICAL VALUES

• Provides constant lubrication in any road and climate conditions. Can be used four seasons. Especially in winter, allows easy operation of the engine and minimize wear.
• Protects engine against corrosion, oxidation and formation of foam.
• Provides high performance in air-cooled and water cooled engines.

• Has a high viscosity index value and contains exclusive additives which protects the engine and prolongs its life.
• In virtue of its detergent/dispersant additives, it cleans up the engine.

www.bipowerforce.com

16x1 Lt, 4x4 Lt, 60 Lt

日本の先進技術エンジンオイル
Blue Line
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High-tech synthetic motorcycle oil, formulated to provide full responsiveness from the engine and superior protection for all 4- stroke modern motorcycle. It can be used 
safely in high performance motorcycle. 

API SM, JASO MA2

DESCRIPTION AND PURPOSES

PROPERTIES AND BENEFITS

CERTIFICATES AND STANDARDS

4T 15W-50 SM/MA 2

0.85

16.3-21.9

130

230

-27

Kinematic Viscosity 100 °C, cSt

Flash Point °C

Pour Point °C

Density @ 15 °C

Viscocity Index

CHEMICAL PROPERTIES TYPICAL VALUES

• Provides minimum vibration and noise due to excellent viscosity stability,
• Provides smoother clutch coupling and gear change due to low friction and oxidation performance,

• Enhanced responsiveness and efficient power delivery in the engine by excellent lubrication performance, especially at high operating temperatures,
• A long lasting oil film providing outstanding performance in all traffic conditions and temperatures.

www.bipowerforce.com

16x1 Lt, 60 Lt

日本の先進技術エンジンオイル
Purple Line
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200cc -650 cc



Rellable performance motorcycle oil, formulated with high quallty base oil and superior additive technology that helps to prolong the motorcycle life by superior protection and 
sleaning feature. Sultable for all 4-stroke standart and scooter motorcycles. Provides constant lubrication in any road and climate conditions. Can be used four seasons. 
Especially in water winter, allows.Classic 10+ old. 50 Cc - 600 Cc

API SE, JASO MA2,
Honda, Kawasaki, Suzuki, Yamaha, Bmw,Mz, Peugeot, Aprilla,Ducati

DESCRIPTION AND PURPOSES

PROPERTIES AND BENEFITS

CERTIFICATES AND STANDARDS

4T 20W40 SE/MA2

0.865

12.5-16.3

125

230

-27

Kinematic Viscosity 100 °C, cSt

Flash Point °C

Pour Point °C

Density @ 15 °C

Viscocity Index

CHEMICAL PROPERTIES TYPICAL VALUES

• Protects engine against corrosion, ox,dation and formation of foam.
• Has a high viscosity index value and contains exclusive additives which protects the engine and prologs ıts life.

• In virtue of ıts detergent/dispersant additives, ıt cleans up the engine.
• In crease engine performance by providing maximum fuel efficiency.
• Has the abillty to control of oll thickening caused by soot formation.

• The latest technologies of JAPAN OIL CORPORATION , Japan enable engine oils manufactured by the company for
four-stroke motorcycle engines to exceed the requirements of such motorcycle manufacturers

as KAWASAKI, HONDA, SUZUKI, YAMAHA, JAWA and others.

www.bipowerforce.com

16x1 Lt, 60 Lt

日本の先進技術エンジンオイル
Grey Line
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Synthetic Blended is widely used in Japanese, European and American cars. This fluid has excellent anti-shudder durability and is suitable for some hydraulic 
transmissions, servo-controlled mechanisms and hydraulic systems. It can be used as a CVT fluid replacement for units with engine displacement under 2 liters 
and meets LFW-1 test requirements.

HO NDA ULTRA ATF-1, ATF Z-1,
SUZUKI AT OIL, OIL Special, SCVT, SUZUKI ATF 5D06, 2384K, 3314, 3317, SUBARU ATF, ATF HP, ATF (5AT),

ISUZU BESCO ATF III, II, DAIHATSU AMIX ATF D-III MULTI/D3-SP, HYUNDAI/KIA: SP-III, SP-II, Red-1,
H INO Blue R ibbo n ATF,

DESCRIPTION AND PURPOSES

PROPERTIES AND BENEFITS

CERTIFICATES AND STANDARDS

ATF MULTI VEHICLE

0.85

7.1

165

220

-45

Kinematic Viscosity 100 °C, cSt

Flash Point °C

Pour Point °C

Density @ 15 °C

Viscocity Index

CHEMICAL PROPERTIES TYPICAL VALUES

• Has a balanced additive performance for excellent gear shifting,
• Extends transmission life

• Reduces gear friction of the outer rings, resulting in fuel economy in vehicles with automatic transmission.
• High viscosity index ensures stable viscosity over a wide range of temperature for effective protection of transmissions and operation of hydraulic steering units

 RedColor

www.bipowerforce.com

16x1 Lt, 1x20 Lt, 60 Lt

日本の先進技術エンジンオイル
Red
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They are high-performance automotive gear oils. It is designed with superior quality synthetic and mineral base oils, providing high pressure resistance, preven-
ting the oxidation of the oil and containing additives that protect the material against rust and prevent wear, developed for use under heavy-duty conditions for 
differential, manual transmission and hypoid gears.

DESCRIPTION AND PURPOSES

PROPERTIES AND BENEFITS

75W-90 GL-5

0.89

7-11

95

215

-24

Kinematic Viscosity 100 °C, cSt

Flash Point °C

Pour Point °C

Density @ 15 °C

Viscocity Index

CHEMICAL PROPERTIES TYPICAL VALUES

• Thanks to its specially developed formula, it keeps rust, corrosion and foam formation under control and ensures a long service life.
They reduce wear, thereby improving equipment performance by increasing production capacity

• They are formulated in such a way that they do not disrupt gaskets and seals.
• Thanks to the special additives they contain, they prevent sediment formation and do not cause foaming.

• They are long-lasting products thanks to their thermal stability and high oxidation resistance.
• Protects the gears against rust and corrosion.

• Since they have a long life, they reduce the frequency and amount of oil change and minimize waste disposal costs.

API GL – 5, MIL-L-2105D
CERTIFICATES AND STANDARDS

www.bipowerforce.com

16x1 Lt, 1x20 Lt, 60 Lt

日本の先進技術エンジンオイル



DOT 4

24x0.5 Lt

It is a synthetic high performance hydraulic brake fluid based on polyethylene glycol, polyethylene glycol ether and special additive technology. It meets all the 
requirements of brake fluid, even at high temperatures caused by friction.

SAE J 1703 , SAE J 1704 , FMVSS 116 DOT 4 , ISO 4925 Class 4

DESCRIPTION AND PURPOSES

PROPERTIES AND BENEFITS

CERTIFICATES AND STANDARDS

DOT 4

1210-1570

2-2,2

255

Kinematic Viscosity 100 °C, cSt

Kinematic Viscosity 40 °C, cSt

Flash Point °C

CHEMICAL PROPERTIES TYPICAL VALUES

• Hydraulic Brake Fluid is a special synthetic based fluid and is used for motor vehicle hydraulic brake weight and usage.
• It meets minimum ERBP and WERBP requirements, therefore minimizing the risk of vapor lock under severe conditions.

• While the product keeps the system running in very cold weather, it prevents leakage at high operating temperatures and maintains the fluidity in the system.
• It protects all different metal parts in the brake system against corrosion and prevents the system from malfunctioning.

www.bipowerforce.com

日本の先進技術エンジンオイル
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Aerosol Spray



24x400 mL. 300 Gr

A remover spray for industrial oil and grease which are fast-acting, non-permanent. Suitable to use on all metals and alloys. Resolves all dirt, oil and other 
industrial tarry residues. Leaves no residue. Used to clean  oil, grease and tarry  dirt on bearings, sliding bearings, hinges, motorcycle and industrial chains, 
moving parts ( such as bearings, gears etc...), parts on power-cut machines,  CNC turning and milling machines and other equipments.

DESCRIPTION AND PURPOSES

PROPERTIES AND BENEFITS

MOTORCYCLE CHAIN CLEANING SPRAY

Transparent

Characteristic

0,98 g/cm3

-17 °C

Odour

Flash Point °C

Colour

Density at 20 °C (DIN 51757)

TECHNICAL INFORMATIONS

www.bipowerforce.com

• Cleans hardened oil residues. 
• Provides high cleaning performance.

• Does not leave residue
• Contains no aceton and silicone.

日本の先進技術エンジンオイル
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24x400 mL.330 Gr

Used indoor and outdoor environments such as chain, wire, rope, articulated systems, slide systems, ball bearings, piston rings, etc. 
A long-term effective lubricating spray used for lubrication and protection. 

DESCRIPTION AND PURPOSES

PROPERTIES AND BENEFITS

MOTORCYCLE CHAIN
LUBRICATING SPRAY

• Has  very good adhesion and  extremely suitable for very fast running chains and ropes.
• Has feature of of water repellent properties. 

• Resists to water, high pressure and high temperature. 
• Eliminates damages due to its easy leakage feature. Does not drip and flow. 

• Precvents dirt and dust. Provides long term lubrication. 
• Resists temperatures between -15°C and 250°C.

www.bipowerforce.com

White

Characteristic

0,73 g/cm3

Odour

Colour

Density at 20 °C (DIN 51757)

TECHNICAL INFORMATIONS

日本の先進技術エンジンオイル
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24x400 mL. 330 Gr

Can be used as a corrosion preventer, lubricant, brightener, cleaner or rust remover on metal an druber parts.  Loosens the parts stuck parts due to rust by 
removing rust and lubricating it. 

DESCRIPTION AND PURPOSES

PROPERTIES AND BENEFITS

MULTI PURPOSE LUBRICANT SPRAY

• A multi-purpose lubricant for lubricating, cleaning and protecting metal parts.
Prevents corrosion, lubricates, cleans, repels moisture from the surface and dissolves rust.

• Penetrates dirt and oil residues and removes them from the surface .
Created film penetrates deeply and provides excellent protection especially against moisture. 

www.bipowerforce.com

Transparent

Lemon

0,79 g/cm3

>25°C

Odour

Flash Point °C

Colour

Density at 20 °C (DIN 51757)

TECHNICAL INFORMATIONS

日本の先進技術エンジンオイル



24x400 mL.330 Gr

Used to clean the rust that restricts the mobility of moving parts, which is formed as a result of oxidation of metal surfaces such as gears, screws, hand tools, 
hinges, bicycle  parts, motocycle parts, kys and locks. When ist is applied, forms a thin film layer which delays rusting again.  

DESCRIPTION AND PURPOSES

PROPERTIES AND BENEFITS

RUST REMOVER SPRAY

• Removes, cleans and lubricates rusts thanks to MoS2  inside its formulation
• Removes the ossific rust, cleans dirt and oil thanks to its penetrating oil.
Prolongs the life of the equipment by lubricating it effectively fo long time. 

• Provides long-term protection against corrosion by removing moisture 
• Creates a protective insulating film on wet connections, makes them free from moisture and dries them.

• Suitable for electrical and industrial use.

www.bipowerforce.com

Balckish

Characteristic

0,8 g/cm3

-80 °C

Odour

Flash Point

Colour

Density at 20 °C (DIN 51757)

TECHNICAL INFORMATIONS

日本の先進技術エンジンオイル
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CODE INDEX (TR)
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日本の先進技術エンジンオイル
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152-X4-00252
152-X4-00258

152-X4-00260 GREY LINE (MINERAL SE/MA )
152-X4-00266 GREY LINE (MINERAL SE/MA )

PURPLE LINE
PURPLE LINE

300 Gr

330 Gr

330 Gr

330 Gr

www.bipowerforce.com
www.bipowerforce.com
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自分の力を見せてください




